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1 Introduction

We study the performance of a large-scale Compton imagitectte placed in a low-flying aircraft, used
to search wide areas for rad/nuc threat sources. In thisrpapeanvestigate the performance potential
of equipping aerial platforms with gamma-ray detectord theve photon sensitivity up to a few MeV.
We simulate the detector performance, and present receparating characteristics (ROC) curves for a
benchmark scenario using*¥Cs source. The analysis uses a realistic environmentalgbahkd energy
spectrum and includes air attenuation.

2 Detection scenario

The scenario we study here uses an unshieléiéts (662 keV) source located somewhere on a large parking
lot with a Compton imaging detector placed in an aircrafrceiag for the source from several hundred
meters above. This is obviously an overly-simplified andtie¢ély easy search scenario; however, it is
useful for the sake of comparison to other systems and cacabedsto more realistic situations.



3 Background photon model

We assume a total photon flux from the ground, integrated thneenergy range of 90 keV to 3 MeV, to
be 2.2 countg&cn?/sec. This is at the high end of the range (0.4 — 2.3 cgient¥/sec) that is observed for
materials such as soil, concrete and gravel [1]. The photengy spectra for these materials are crudely
similar. For our study, we use an energy spectrum, showngar€il, from a soil model calculated with
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Figure 1: Calculated photon energy spectrum for dirt.

GAMGEN and MCNP from assumed isotopics for generic “dirt]. [Rlote that there is no 662 keV line in
the dirt spectrum, so the background is relatively low inglgmal region of our scenario.

Ideally, we would model the production of background pheténem a circular region of ground with
a very large radius. This is computationally intensive imh¥Monte Carlo simulation. The details of how
we handle this are given in section 5.2. We have analyticallgulated the background photon flux into the
detector, to understand how the flux depends on the radileafitcular region of ground, and the detector
height. Neglecting air attenuation and assuming that eatthf ground emits into12 one can integrate
over a circular region beneath the detector to calculateineber of photons reaching the detector:
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whereAyq is the area of a planar detector parallel to the grold,the number of gamma rays per second
per unit area emitted by the grounidjs the height of the detector above the ground, atglthe radius
of the circular patch of ground directly below the detectior.the limit asr goes to infinity, the equation

above reduces i, = A4eB. Note that a circular patch of ground with radius ten timeshaight ( = 10h)
contributes 90% of the total flux.
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The apparent solid angle subtended by the planar detecpende both on the distance away from
the detector, and also on the angle from a point on the groarttiet detector measured from the axis
perpendicular to the detector area. This(€p=ffect is included in the formula for the planar detector. If
instead of a planar detector one uses a spherical detdwtorthiere is no cg8) effect, and the number of
photons reaching the spherical detector is:

Ny:AdaBIn[ (%)2+1

whereAqq is the cross-sectional area of the spherical deteBtisrthe number of gamma rays per second per
unit area emitted by the grounkjs the height of the center of the spherical detector aboygtbund, and

r is the radius of the circular patch of ground directly belte tetector. Note that the minimum possible
value ofh is the radius of the spherical detector, not zero. For thersgdd detector, in the limit as goes

to infinity, the result forNy goes to infinity. This is because there is no(@sffect to cause the projected
detector area to approach zero along the direction of phatopagation for photons originating very far
from the detector. The entire cross-sectional area of thergl detector is the projected detector area for
all directions.

4 Detector angular resolution and the “ring effect”

Angular resolution is a crucial parameter that determiheshiackground-rejection power of the detector.
Better resolution improves the sensitivity of the detecfoless obvious feature of ring-imaging type Comp-
ton detectors is that the random, environmental backgraomtributes more than one would expect from
simply scaling from the total 12 background to the solid angle size of the signal region. Tha conse-
guence of the degeneracy in the incident photon directidmerd is a cone (which projects as a ring) of
directions that kinematically fit the detected event. Sithmebackground events are imaged as rings, not
points, background events that are strictly outside theedigegion produce rings which can still overlap the
signal region. This “ring effect” is demonstrated below.

For this study, we have determined the angular resolutiofopeance from simulations [3] of a hybrid
silicon-germanium detector system with a 1 active area, consisting of a 16x16 array of silicon-germani
detector modules. We used a monoenergetic 662 keV pointstarated 100 meters away from the detec-
tor.

The signal region size is defined using the distance of daggzroach (DOCA) between the recon-
structed Compton rings and the true source location. Indke of a perfect detector with negligible Doppler
broadening, each reconstructed ring will exactly interslee source location (DOCA=0). Finite detector
resolution (both in energy and position measurements) ladhbtion of the atomic electrons (Doppler ef-
fect) will broaden the DOCA distribution. Figure 2 shows @®CA distribution from the simulation of a
hybrid silicon-germanium detector system with a 4 aative area, for a 662 keV point source and for “dirt”
background. In Figure 2, the signal region has 85% of theasigiithin 5.5 degrees of the actual source
location. In our analysis, we use a signal region radius adreks.

Although the signal region solid angle comprises only 0.4%e 2t field of view (looking downward
only), the number of background rings which cross the sigegibn is significantly larger than 0.4% of the
total number of background rings, due to the “ring effectheTsimulations, as shown in Figure 2, predict
that 8% (i.e. 20 times larger than 0.4%) of the backgroungsrioverlap the signal region.
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Figure 2: Simulated DOCA distributions for signal (blackidabackground (red),
for a hybrid silicon-germanium detector system with anwvactirea of 1 rf for
a 662 keV point source with realistic detector parameteise Blue vertical line
indicates the signal region boundary.

5 Air attenuation

5.1 Signal contribution

For photons from the threat source, we consider photongaalsinly if they reach the detector unscattered.
Any photon that is scattered will no longer give reliableediional information, nor will it pass an energy-
cut requirement of-10 keV when selecting specific spectral lines, which is ofteme to reduce background
when searching for a specific source. The absorption lemgéir iis between 80 m to 400 m for photons
between 100 keV and 10 MeV. To model the effects of air attéomave utilize our full physics simulation
using GEANT4 to track photons from a point source locatedesdistance below the detector. We then
determine the fraction of photons that reach the detectscaitered as a function of energy and a function
of distance. These results are summarized in Figure 3. BefkeV, the effect of air attenuation is quite
significant, even for short distances. For distances grdze 1 km, less than 1% of photons at 3 MeV will
reach the detector unscattered.

5.2 Background contribution

Including the effects of air attenuation will further reduthe count rate of background photons originating
far from the detector position. As with our analysis for dteauation of the signal photons, we utilize our
full GEANT4 simulation for the estimate of the backgroundaadking photons through air from an infinite
plane up to a finite detector is a very computationally intenproblem, since we need to include the ground
area that extends at least ten times greater than the eltiind since the probability for reaching the detector
is low for typical photon energies and detector altitudesgét around this computational problem, we run
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Figure 3: The fraction of photons from a point source thathemdetector unscattered by air, as a function
of energy of the emitted photons, for various distances fitoendetector (top), and the fraction of photons
from a point source that reach a detector unscattered bgsadr,function of the distance from the source to
the detector, for a few specific energies in units of keV (@it All emitted photons are generated so that
they will strike the detector if they are not scattered bef@aching it.



the simulation using the background energy spectrum masssribed previously, generating photons from
a single point. These photons are tracked through air andallyethe photon energy and location as it
crosses particular altitudes, considering only the upwaodsing (we assume we will shield anything from
above). We ignore any contribution from other particleghsas electrons, generated by interactions in the
air. We consider intersections out to a radius of 3 km and voe®sh various detector altitudes, including
10 m, 100 m, and 300 m. At the end of this simulation, we haydetts of altitude, observed photon energy,
and observed radius for a large number of generated photbtere photons cross a particular altitude
multiple times, we give each crossing a weight gNlto ensure that a photon can interact with a detector at
most once (at one of thid radii).

To compute the total background observed by a detector atiayar altitude, we select triplets with
the specified altitude and create a matrix of energy vs. sadihis information can then be used to derive an
energy spectrum observed for a detector at this altitudeaasemi-infinite background plane. Table 1 and
Figure 4 show the final background counts for several detedtitudes that we considered, as well as the
variation in the importance of photon contributions withizeg r andE as the detector altitude is changed.

Altitude 0.1-10 MeV 66210 keV
(m)  (countgcn?/sec) (countgcn?/sec)
0 2.2 0.013
10 1.73 0.011
100 0.99 0.006
300 0.29 0.002

Table 1: Count rate of photons reaching the detector as didmnef detector altitude for the full energy
range (0.1-10 MeV) and 66210 keV.

6 Receiver Operating Characteristics (ROC) curves

Using the scenario and physics inputs described above, aheadg the detector performance using analytic
calculations and quote results using ROC curves to chaizethe performance of a detector in a particular
configuration with respect to a source. ROC curves show thbatility of signal detection versus the
probability of false signal detection. We convert the piulity of false signal detection into a false-alarm
rate in our ROC curves, using the total measurement time.

We have confirmed the accuracy of the analytic ROC curve lzions by comparing them with a
Monte Carlo method that simulates the outcome of numeropsrarents. In other words, we generate
results from individual experiments by sampling the pamdistributions. We then count the signal and
background in each experiment and determine if there isse falarm in any imaging bin, just like the
analysis of real data. We can then build up a ROC curve by sitingl many experiments. This Monte Carlo
method is much more computationally intensive than theydicadalculations, and the Monte Carlo method
requires high statistics to accurately measure the reditheoROC curve that has low false-alarm rates.
We find that the analytic calculations are in excellent agwe® with the Monte Carlo method. Not only
are the analytic calculations faster, but they also alloviousmiake very accurate estimates of the detector
performance for very low false-alarm rates, which is of seuhe most desirable region for real concepts of
operations (CONOPS).
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Figure 4: Distributions of the observed background photapagation radius versus observed energy, for
altitudes of 10 m (top) and 300 m (bottom). The color scale lsgascale for the number of background
counts.



Our analytic ROC curve calculations take the following gsuin
Measurement time.

Detector area (hominally 19

Detector orientation (detector is planar, so it can poinlifferent directions).
Detector altitude.

Detector efficiency.

Source emission rate.

Air attenuation of signal photons.

© N o o M W D P

Background photon flux into the detector, from either tiE¥0-3000 keV energy spectrum or within
a+10 keV energy-cut window. Effects of air attenuation andteciag are included. The background
is assumed to come randomly fromt @.e. from the ground only).

9. Signal region size (resolution).
10. The number of background rings which cross the signamegring effect”).

We calculate our ROC curves analytically using Poissongioity distributions for the detected count rate
of background and source plus background. We assume thaigtial region, which contains 85% of the
total signal contribution, can be isolated to a localizeglae of solid angle. We set the imaging bin size to
correspond to this signal region solid angle. Since the ¢pacind photons are imaged as rings, not points,
the number of background rings seen in one imaging bin is rgtediter than the total number of background
counts divided by the total number of imaging bins. Accogdio our simulations, a typical signal region
occupies 1/250 of therBsolid angle, however 20/250 of the background rings crassitinal region. Thus,
this “ring effect” causes the Compton imaging detector ®agout 20 times more background in the signal
region than it would if it detected background events astgairhich were uniformly distributed throughout
21t We divide the Zlimage solid angle into 250 imaging bins, and the total sigoaupies one imaging bin.
Each of the 250 imaging bins contains background, so eveagiimy bin has the possibility of producing a
false alarm.

In constructing a ROC curve, we must chose a detector thickabove which a false alarm is generated.
During the measurement time, if the number of backgrounaisoiluctuates above the detection threshold,
then the background fluctuation looks like a source (geimgrat false alarm). In our method we use true
Poisson distributions for the source and background digidns, so that we correctly model situations with
low counting statistics.

Figure 5 shows example Poisson distributions of backgramtisignal plus background. We numeri-
cally integrate the Poisson distributions to determinedgiection and false detection probabilities. We have
also checked that our numerical integration gives the coresult for both high statistics situations (when
a Gaussian approximation could be used) and low statisticgtions (when the Gaussian approximation is
wrong).

The entire ROC curve is mapped out by varying the detectioestiold. Note that for an imaging
detector, a false alarm can come from any of the spatial ingalgins, so we report the false-alarm rate as
the total number of alarms per unit time. Thus, making smailes will tend to increase the false-alarm rate
because there will be more bins with low count rates and thure rchances for the background to fluctuate
above the detection threshold.
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7 Results

Figure 6 shows ROC curves for'&’Cs source located 100 m directly below a % detector, with a mea-
surement time of 100 seconds, a detector efficiency of 100fbaa energy-cut window of 66210 keV.
Note that the energy-cut window reduces the backgroundfisigntly. We varied the source strength until
we found the source strength value of 0.007 mCi at which a R@@gasses through approximately 50%
detection probability at one false alarm per hour. We findlfibravery small false-alarm rates, small changes
in the source strength can produce significant changes itetfeetion probability. For example, in Figure 6
we illustrate that doubling the source strength to 0.014 m@&kes the source easily observed in the same
scenario with a high detection probability and a very sned#id-alarm rate.
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Figure 6: ROC curves for 8Cs source with an energy-cut window of 6620 keV.
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Figure 7 shows the measurement time versus observed sarength for a 1 M detector at altitudes
of 100 m and 300 m, for two different detection probabilitigsth one false alarm per hour, with 100%
detector efficiency, with an energy-cut window of keV, and with the source located at the point
on the ground directly below the detector. Figure 7 shows fitraone false alarm per hour, requiring a
detection probability of 95% instead of 50% can have a sicguifi effect on the required measurement time.
For example, for a source strength of 0.01 mCi, the measuretinse for 50% detection probability is about
50 seconds, while the measurement time for 95% detectidmpility is about 100 seconds.
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Figure 7. Measurement time versus source strength, forexti@b probability of 95% (black), and for a
detection probability of 50% (red).
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Figure 8 shows the measurement time versus observed sduaegth for a 1 m detector at altitudes of
50 m, 100 m, 300 m, and 500 m, with a source detection probabili95%, with one false alarm per hour,
with 100% detector efficiency, with an energy-cut window 62610 keV, and with the source located at
the point on the ground directly below the detector. Figusb@ws that a practical upper limit to the altitude
of the detector is about 300 m, for a 1 mE&iCs source. For example, at an altitude of 300 m, a 1 tA{Cis
source can be detected with a measurement time of about @86dsdowever, at an altitude of 500 m, in
a measurement time of about 25 seconds, a 10%#Ck source can be detected. The separation along the
source-strength axis between the 100 m and 300 m resultgér ldnan the separation between the 300 m
and 500 m results, because the detector solid angle desiaa88% from altitudes of 100 m to 300 m, but
only by 64% from 300 m to 500 m. Also, the air attenuation cauke source photon flux to decrease by
87% between 100 m and 300 m, but only by 84% between 300 m anch500
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Figure 8: Measurement time versus source strength.
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Figure 9 shows the measurement time versus the distancg @emground from the source to the point
directly below the detector, for a 1%detector, for altitudes of 100 m and 300 m, for two differeatettor
configurations, for an observed source strength of 1 mCitectien probability of 95%, with one false
alarm per hour, with a detector efficiency of 100%, and witkeaergy-cut window of 66210 keV. For large
distances along the ground, the detector solid angle, fharposition of the source, becomes comparable
for the two cases of the 100 m altitude and the 300 m altitudmvdyver, at 662 keV, the background count
rate is three times greater at an altitude of 100 m than itamatititude of 300 m. Thus, for large distances
along the ground, it becomes advantageous to position tieetde at an altitude of 300 m rather than at an
altitude of 100 m.
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Figure 10 shows the measurement time versus detector eéficier a*3’Cs source, for a 1 fdetector
at an altitude of 100 m, a detection probability of 95%, witfedalse alarm per hour, with an energy-cut
window of 66210 keV, with the source located at the point on the groundctlirdoelow the detector.
Figure 10 shows that doubling the detector efficiency reslube required measurement time by about a
factor of two.
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Figure 10: Measurement time versus detector efficiency.
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